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Features

* AMDE® V-series embedded Ryzen platform design
* BIOS support AMD security processor and dTPM
* Upto 4 display outputs with 4AK@60Hz resolution
* Optional COM (Alternative to USB 2.0 x 2)

* Optional Fiber Lan(RJ45) , WiFi6 kit

* Optional Omnikey smart card reader

* Support IGEL 0S11/0S12, Win10 loT Enterprise LTSC

AMD Ryzen
High speed Embedded
Engine

AMD Radeon™
Vega Gfx

Up to 4 Display
Output

AMI_Jl‘.l 4xDP 8GB DDR4 2400MHz dual | Upto 3.6GHz 16/32 execution units
RYZEN ULTFR 1 Fiber supporting upto channels Low power Max resolution @4K60
. T } 4AK@60Hz 8/16GB eMMC 400Mb/s Support security High multimedia
m WiBJ 6 resolution processor parformance
OMNIKEY®E
Specification Front & Rear 1/0O ports
CPU AMD Ryzen™ Embedded V1605B with Radeon™ Front View

Vega 8 Gfx 2GHz

Memory |8GB DDR4 2400 memory (up to 16GB)

(©) 1 1. Power Button & Indicator
2.USB 3.2 Gen1 x2
Storage 8GB eMMC as defau!t (up to 32GB) ol ik 3. USB Type C 3.2 Gen1l x1
(mSATA SSD slot optional) bl I_ 6 4. Mic-in x1
3 ! ’
4 , | 5. Line-out x1
Display |Up to four displays with 4K@60Hz 5 e 6. Smart card reader slot
i (Optional)
Audio Mic-in, Line-out & Internal amplified speaker e
Realtek 8111H 10/100/1000 Base-T RJ45 jack
Network Rear View

(Intel Fiber lan optional)

7. External antenna holes x2
8.USB 2.0 type Ax 2

9. Display port x 4

10. DC Jack(12V) x1

11. Kensington lock
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Wireless | WiFi6 kit (optional)

~

12 m—
External |Audio jack x 2, USB 3.2 Gen 1 x 2, USB-C 3.2 Gen 1
I/0 data only, USB 2.0 x 5, RJ-45 x 1, Display port x 4,
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Power 12. RJ-45 jack, USB 2.0 type A x1
Adapter DC 12V/ 5A 60W power adapter e | . 13.USB 2.0 type Ax 2
) ?lc """ ]g (or optional COM port x 1)
Sz |2 2 2SO R il o ot i i1 {14, Fiber Lan jack(Optional]
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